
Darwin HD Tx set up sheet

Code - TAV-DARWIN-CTL
Name - DARWIN CONTROL
Description - Central Management Box for DARWIN HD H.265 AV over IP series
Warranty - 5 Years
Barcode - 9309002545184

Key Features:

● Centralised management and control over LAN 

● Built-in Web GUI with Drag & Drop interface 

● HTTPS, SSH security 

● AES256 video encryption 

● Access management 

● Video preview in the web browser 

● Dual 1G network ports (with PoE) 

● Advanced Video Wall management 

● API for Q-SYS, Creston, and more

● TAA Compliant

● 5 Year Warranty

Darwin Control
The Darwin Control box simplifies management of the Darwin HD series with a powerful 
built-in WebGUI and centralized control over LAN. It features drag-and-drop routing, real-
time video previews, advanced video wall management up to 9x9, all accessible through an 
intuitive browser interface.

With HTTPS, SSH security, AES256 video encryption, and access management, it ensures 
your network is protected. Equipped with dual 1G network ports (PoE), dual RS-232 ports, 
and IR signal support, it integrates seamlessly into professional AV setups. API compatibility 
with Q-Sys, Crestron, and more adds powerful automation and control options. Darwin 
Control is Darwin HD Rx is fully TAA compliant and comes with a 5-year warranty.

WebGUI for Centralized Management and Control
Easily configure and manage your entire network of Darwin HD Transmitters and Receivers 
through an intuitive WebGUI. Simplify complex setups with centralized control at your 
fingertips.

API Support



Seamlessly integrate with third-party systems such as Q-SYS, Crestron, and more using 
robust API support. Perfect for customized control and automation.

Security
Advanced security features include AES256 encryption, HTTPS, and SSH login. These 
features ensure your data and controls remain safe, and your network is protected from 
unauthorized access. 

Dual Network Ports
Keep the Network and IT Administrators happy with dual network ports allowing separation 
of AV and control traffic. 

Dual RS-232 Ports and 4-Channel GPIO Control
Control multiple devices independently with dual RS-232 ports and trigger automation with 
4-channel GPIO control. 

Super easy Drag-and-Drop Routing.
Routing signals has never been easier. Built directly into the WebGUI is an intuitive drag and 
drop interface, you can quickly and easily route one to one or one to many. 

Video Previews inside WebGUI
You guessed it. The thumbnails are all video previews displaying a few frames per second of 
live video so you can see exactly what content is being displayed.

Advanced Video Wall Management
Inside the Darwin Control WebGUI is a powerful and intuitive Video Wall Manager designed 
to simplify even the most complex setups. Easily configure layouts, manage display groups, 
and control individual panels. Create stunning arrangements such as 2x2, 3x3, 4x4, or even 
asymmetrical layouts, and fine-tune bezel compensation for a flawless visual experience. 
With live previews and drag-and-drop functionality, you can adjust your video wall on the fly 
for dynamic presentations, control rooms, or digital signage.

PoE. DC. Or both.
Power over Ethernet (PoE) streamlines installation with a single cable delivering both power 
and data, alternatively you can power with the included PSU. Or use PoE and DC for power 
redundancy.

One to One. One to Many.
Configure a direct 1-to-1 connection for simple point-to-point, or scale up with 1-to-Many 
multicast, distributing your content to multiple endpoints simultaneously.

Unicast. Multicast.
Darwin HD supports both Unicast and Multicast. Use Unicast for direct, one-to-one 
transmission, ensuring reliable performance with minimal network bandwidth. Switch to 
Multicast for efficient one-to-many distribution, perfect for sending the same content to 
multiple endpoints simultaneously. 



Small Form Factor.
The compact design makes it effortless to mount discreetly behind screens or in tight 
spaces. Perfect for sleek, professional installations

Videowall. Up to 9x9.
Darwin HD supports videowall configurations up to 9x9, enabling a massive 81 displays to be 
configured as a single display. 

Built tough with all metal chassis.
Mineola are all housed in an all-metal chassis for maximum ruggedness. And yes, we 
painted them Turtle Aqua so you know it looks cool even if mounted under a table or in a 
rack room where no one will ever see them.

No fans. Only Fans.
Darwin family have no fans. All models are fan-less, totally silent, and without vibration. No 
fans. Only Fans.

TAA Compliant.
Turtle AV products sold in the USA are TAA compliant, meeting U.S. government standards 
for procurement. This ensures they can be confidently used in federal contracts, adhering to 
strict ethical sourcing and manufacturing regulations.

5 Year Warranty with Advance Replacement
Turtle proudly offers a 5 Year warranty on our Darwin family. Warranty is 5 years from date 
of purchase and we are also proud to offer a no hassle, no questions advance replacement 
warranty on all our products, including the Darwin family. More information about our 
warranty at www.turtleav.com 

Technical

Network Bandwidth
100Mbps

Control Ports
2x 1G LAN [RJ45 connector] [VIDEO LAN support POE] 1x IR IN [3.5mm audio jack, 12V level]
1x IR OUT [3.5mm audio jack]
1x DIGITAL I/O [6-pin 3.81mm phoenix connector] 2x RS-232 [3-pin 3.81mm phoenix 
connector]
1x UPDATE [Micro USB, 5-pin female]

ESD Protection
IEC 61000-4-2 ±8kV (air-gap discharge) & ±4kV (contact discharge)

Mechanical



Housing
Metal enclosure

Color
Turtle Aqua

Dimensions
204mm [W] x 98.5mm [D] x 21.5mm [H]

Weight
508g

Power Supply
Input: AC100-240V 50/60Hz
Output: DC 12V/2.5A
PoE IEEE 802.3af

Power Consumption
2W

Operating Temperature
32 – 104° F / -20 – 60° C

Relative Humidity
20% – 90% RH (no condensing)
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